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Technical Specification Technical Specification

Dimensions (WxHxD) 436 mm x 436 mm x 166 mm Max. permissible PV array power 7500W
i Max. input voltage 600V
Weight ~20Kg Min. input voltage/startup voltage 100V/125V
Operating temperature -25°C to 60°C (Derating is permitted over 45°C) Full-power MPPT voltage range 175-500V
Max. altitude 2000m unrestricted (3000m with restricted operating Rated input voltage 360V
ranges) Number of MPPT input/Strings per MPPT input 2/1
Cooling Natural Max. input current per input 15A/15A
Ingress protection IP65 Max. DC short-circuit current per input 18A/18A
DC connection/AC connection SUNCLIX/AC connector ouput(AQ)
Safety IEC62109-1:2010, IEC62109-2:2011 Max. apparent power >000VA
IEC61727:2004, [EC62116:2014 Nominal AC voltage 230VAC, single phase
Grid connection Compatible with VDE-0126-1-1:2013, AC voltage range 180~265VAC {full power: 200~265VAC)
VDE-AR-N 4105:2011 Frequency (frequency range) 50Hz/60Hz (-5Hz to +5Hz)
_ . IEC61000-6-1, IEC61000-6-2, [EC61000-6-3, Max AC output current 25ArmS
Electromagnetic compatibility IEC61000-6-4, IEC61000-3-11, IEC61000-3-12 Power Factor (default value) >0.99 (at full power)
Reactive power control capability 0.8 lead to 0.8 lag (optional)
All specifications subject to change without notice Total Harmonic Distortion (THD) <3%
I DC current injection <0.5% of nominal output current
spbel —
Maximum efficiency/European efficiency 97.5%/97%
< 436mm - <—166mm —p] DC reverse polarity protection Yes
A / \ Z;Zi?t?vf:j:sijitaelc:uor:ent monitoring) Yes (according to VDE-AR-N 4105)
DC side insulation resistance measurement Yes (shutdown at R,,<600KOhm)
© © © Anti-islanding protection Yes (according to VDE-AR-N 4105)
DC disconnection device Yes
Protection class (according to IEC62109-1) |
DC/AC overvoltage category (according to IEC62109-1) /11
£ Monitoringand Interfaces
g Display LCD(optional ) + LED Indicators + App.
Q o Interfaces Ethernet / WLAN
Communication protocol Modbus TCP SunSpec
Commissioning & monitoring tools Webserver, Mobile Application
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